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Standard-Performance -_ 
TTL Delay Lines 14-pin DIP. 


#5 to 500 ns delays available. 

= Five equal taps in 20% increments of total delay. 

= Temperature coefficient + 2 ns or + 4% (whichever is greater) at maximum 
delay, 0 to 700C. 

= Compatible with Schottky TTL, low-power Schottky TTL, FACT, AS, ALS 
and FAST logic circuits. 

= Transfer-molded packaging for highest reliability. 

= Designed for leading edge timing. Trailing edge timing available. 

= Supply voltage + 5Vdc. 

= Standard size (excluding leads) — 0.8"'x 0.3" x 0.25"" (LxWxH). 

= 14-DIP package. 

= 10-tap models available. Contact factory for details. 


MODEL LITLDL ACTIVE TTL DELAY LINES 
TAP DELAYS (ns) ALL TAPS (Max.) 


PART NO. Tp1 


1s00 | 2000 | 2so0 7 
LTTLDL500 100.0 | 200.0 | 300.0 | 400.0 | 5000 | 20 | 90 


Delay Characteristics measured at Vog = 5.0V, 25°C, no load. 
Delay Tolerance +2 ns or 5%, whichever is greater. 

Rise Time measured @ 0.8V to 2.0V levels. 

For minimum input pulse width -- contact factory. 
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